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1. Safety 
 

 
- The 2-Side Trimmer may only be plugged in to an approved and by circuit breakers 
 protected electrical installation, that is secured with a maximum of 16A. 
- The outlet socket shall be installed near the equipment and shall be easily accessible. 
- Never put your hands, other body parts or anything else then booklets within trimming 
 specifications in the infeed or outfeed of the 2-Side Trimmer. 
- Before cleaning, maintenance or repairs, always be sure to switch off the power switch and 
 disconnect the appropriate power cord. 
- Always follow all warnings marked on or supplied with the equipment. 
- The equipment should only be placed on a solid surface with adequate strength to hold the 
 extra weight of the machine besides the usual maximum load. 
- Always exercise care while moving or relocating the equipment. 
- Keep magnets and all devices with a strong magnetic field away from the machine. 
- Never attempt to perform maintenance or repairs other than described in this manual. 
- Never remove covers or guards that are fastened with screws. 
- Never install the equipment near a radiator or any other heat source. 
- Never override or bypass electrical or mechanical interlock devices. 
- In case of unusual sounds or noises, abnormal surface temperature or odours disconnect the 
 equipments power source immediately and consult a qualified  technician. 

  

 

 The manufacturer cannot be held responsible for arbitrary changes in the machine and the 
 originated damage. 

  

 
 Make sure that the 2-Side Trimmer is NOT powered during installation or service activities. 

  

 

 This is a Class A product. In a domestic environment this machine may cause radio 
 interference. In which case the user may be required to take adequate measures. 
  
 
 Note: A domestic environment is an environment in which a radio and television receivers 
 can be expected inside a range of 10 meters of the concerning machines. 

  

RoHS 
compliant 

The 2-Side Trimmer is RoHS compliant.  
ONLY use RoHS compliant replacement parts ordered from SDD. 
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2. General   
 
With the addition of the 2-Side Trimmer STR 2000 to the booklet maker product range, a cost effective full-
bleed solution is available which has a small footprint and is easily to operate. This machine is designed with 
high reliability in mind, which means that it has been designed for long run production . 
 
The main goal of the 2-Side Trimmer, further referred to as STR, is that it can be used for trimming the bleed 
off the booklet. Booklets with a maximum up to 25 sheets 80g/m2 (50 folded) can be trimmed from 2mm to 
35mm on each short edge of the booklet, to a minimum of 200mm and a maximum of 320mm finished size. 
Thereby it is also possible to trim asymmetrical. All actions concerning operating the STR and adjusting the 
trim settings can easily be done by using the User Interface (UI) on the STR. 
 
 
For example in the schedule mentioned below is schematically rendered some results which are possible 
with the STR by using a different Center Offset (symmetrical or asymmetrical): 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Centre Offset: 
15mm 

Centre Offset:  
-15mm 

Centre Offset: 
0mm 

33,5mm Waste 

 

33,5mm Waste 

3,5mm Waste 18,5mm Waste 

3,5mm Waste 

 

Finished Size:  
260.0mm 

Input Size:  
297.0mm 

18,5mm Waste 


